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1/2” Drive Impact Wrench1/2” Drive Impact Wrench

3/4” Drive Impact Wrench3/4” Drive Impact Wrench

*NEW ADDITION TO ERGO-SERIES LOW VIBRATION IMPACTS (MORE ON P. 20,21)

KW-1800PRO-I

KW-1600PRO-I

KW-2000PRO-I

Model Bolt
Capacity

Free Speed
(RPM)

Sound
dB(A)

Weight
(lbs)

KW-2000PRO-I 11/16” 4,500 6.17 110-500 ft/lbs 675 ft/lbs 78

Working
Torque

Max
Torque

Features
• Lasts 3-5 times longer than Ergo series 

• Reduced Vibration

• Lower sound levels

• High durability

• 4 position air regulator

• Convenient hanging eyelet

Features
• Lasts 3-5 times longer than Ergo series 

• Reduced Vibration

• Lower sound levels

• High durability

• 4 position air regulator

• Convenient hanging eyelet on
model 1800PRO-I

N-CLUTCH MECHANISM

18800PRO-I

000PRO-I

SoundMax

M

S dMax

M

NEW!NEW!

Model Bolt
Capacity

Free Speed
(RPM)

Sound
dB(A)

Weight
(lbs)

KW-1800PRO-I 5/8”

1/2”

4,500

8,000

6.17

3.5

110-500 ft/lbs

75-245 ft/lbs

700 ft/lbs

360 ft/lbs

78

78

Working
Torque

Max
Torque

KW-1600PRO-I

NEW!NEW!

N-CLUTCH MECHANISM




