
SECURITY
Automatically stop

at set torque

PTS-800E / PTS-1000EPTS-800E / PTS-1000E

PTS-800E

PTS-1000E

Performance fi gures are at 0.62 MPa(Pa) (90 P.S.I.) air pressure.

SAFETY
2-Steps starting

function for 
safety work

CONFIDENCE
Mounted electronic 

controller

Model

PTS-800E

PTS-1000E

SQ Drive

1”

1”

Torque
Range Length

22-1/8”

25”

Weight

25.3 lbs.

33 lbs.

Free Rotation
Speed

125

135

Avg CFM

24.9

21

Hose Size

3/8”

1/2”

*Models shown with optional 
reaction force absorber.

Features
• Advanced fastening torque control system with 
  internal mounted electronic controller
• Low vibration and low noise level
• Automatically stops when it reaches the set torque
• Can be used for reverse thread application
• One-touch modulation for both left/right-hand screw
• Battery operation (AA battery x6). No external power
  supply is required
• 2-Step trigger button for safe, smooth starts
• Ultra high-intensity white LED lamp is mounted to 
  increase workability even in dark place
• Applicable for loosening work requiring high-torque

Applications
• Accurate fastening of wheel nut for bus or heavy truck
• Assembly/disassembly work for various building 
  structures
• General assembly applications
• Applicable for both JIS and ISO bolt/wheel pattern
  (Reaction absorber in ISO system is available as optional 
   part)

NEW!NEW!

295-590 
ft/lbs

295-740 
ft/lbs




